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ALL PURPOSE ACCORDION FOLDING DOORS 

CREATE MORE vi*ta ‘Room IN HOMES, CHURCHES, RESTAURANTS, ETC. 
























































NO. 5 STANDARD DOORS 


CURTITIONS are made in three series—the Stock, 
the Standard, and the Custom. The Stock CURTI¬ 
TIONS come in two popular door sizes (see chart) 
while the Standard CURTITIONS are built to pre¬ 
determined sizes (see chart). The same, sturdy, 
all steel frame construction and fine workmanship 
are built in all CURTITION Accordion Doors. The 
Stock and Standard doors are lower in price, and 
are just as beautiful as the Custom size door. 
Stock CURTITIONS are available for immediate 
delivery in three neutral colors. In planning door 
openings in new construction, take advantage of 
the low cost, beauty, and utility of the Stock and 
Standard CURTITION Accordion Doors. 

“C”= COMPRESSED DIMENSION 

CURTITION #5 Stock and Standard 
Doors have Compressed Ratio of 
8" to 1" plus 2" for the Post. 
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Copyright 1951, by Curtition Co. 















































































































































































SAVE MATERIAL, SAVE LABOR, SAVE DOLLARS 

Savings of labor and materials are made with CURTITION. 
Save on jambs, stops, hardware, trim, hinges, paint...save 
on time and labor to install (install Stock CURTITIONS 
yourself in 20 minutes or less) ... in fact, CURTITION actu¬ 
ally costs less than other types of folding or sliding doors. 




STOCK AND STANDARD SIZE 
CURTITION DOORS 


NAME 

Width of 
Opening 
(Max.) 

Height of 
Opening 
(Max.) 

Com¬ 

pressed 

Dimension 

Shipping 

Weight 

Overall 
Height 
of Door 

STOCK (Stocked in Ivory, Beige, or Opal.) 
Bel-Air 2'- 6" 6'-8V4" 5 Vi" 32 

6'-7*4" 

Catalina 

3'- 0" 

6'-8*4" 

7 " 

37 

6'-7*4" 

Arthur 

STANDARD 

2'- 6" 6'-8*4" 5*4" 

32 

6'-7*4" 

Coolidge 

3'- 0" 

6'-8 l /2" 

7 " 

37 

6'-7*4" 

Cleveland 

3'- 3" 

6'-8 l /2" 

7*4" 

43 

6'-7*4" 

Garfield 

•3'- 6" 

6'-8 l /2" 

8 " 

46 

6'-7 *4" 

Grant 

4'- 0" 

6'-8**" 

8 3 /4" 

51 

6'-7 *4 " 

Harding 

4'- 7" 

6'-8V4" 

91/2” 

57 

6'-7*4" 

Hoover 

5'- 1" 

6'-8 1 / 2 " 

10*4" 

61 

6'-7*4" 

Jackson 

5'- 8" 

6'-8*4" 

11 " 

65 

6'-7*4" 

Jefferson 

6'- 0" 

6'-8*4" 

11 3 4" 

70 

6'-7*4" 

Lincoln 

6'- 7" 

6'-8*4" 

12 *4" 

75 

6'-7*4" 

Madison 

r- i" 

6'-8 1 /2" 

13**-" 

80 

6'-7*4" 

Monroe 

r- 8" 

6'-8 V 2 " 

14*4" 

86 

6'-7*4" 

Roosevelt 

8'- 2" 

6'-8*4" 

15*4" 

90 

6'-7*4" 

Washington 

9'- 1" 

6'-8*4" 

16 " 

101 

6'-7 *4" 

Wilson 

10'- 2" 

6'-8*4" 

17*4" 

113 

6'-7 *4" 

Burr 

3'- 6" 

8'- 0 " 

8 " 

56 

7'-11 " 

Clinton 

4'- 0" 

8'- 0 " 

8 Y 4 " 

62 

7'-11 " 

Curtis 

4'- 7" 

8'- 0 " 

9*4" 

69 

7'-11 " 

Dallas 

5'- 1" 

8'- 0 " 

10*4" 

77 

7'-11 " 

Dawes 

5'- 8" 

8'- 0 " 

11 " 

82 

7'-11 " 

Fairbanks 

6'- 0" 

8'- 0 " 

ll J /4" 

86 

7'-11 " 

Fillmore 

6'- 7" 

8'- 0 " 

12*4" 

93 

7'-11 " 

Gerry 

7'- 1" 

8'- 0 " 

13*4" 

99 

7'-11 " 

King 

7'- 8" 

8'- 0 " 

14*4" 

106 

7'-11 " 

Marshall 

8'- 2" 

8'- 0 " 

15*4" 

112 

7'-11 " 

Pierce 

9'- 1“ 

8'- 0 " 

16 " 

125 

7'-11 " 

Sherman 

10'- 2" 

8'- 0 " 

17*4" • 

140 

7'-11 " 

Tyler 

10'- 9" 

8'- 0 " 

18*4" 

148 

7'-l 1 " 

Wallace 

11'- 4" 

8'-‘ 0 " 

19*4" 

155 

7'-11 " 

Wheeler 

12'- 3" 

8'- 0 " 

21 " 

168 

7'-11 " 



All steel 14- 
gauge special 
stop hinges. 


Vi & inch vertical 
supporting rods. 


Satin finish 
aluminum 
extrusion with 
soft rubber 
bumper. 

Aluminum 
finish 
plastic pulls. 


Sturdy “I” beam shaped 
aluminum track, and 
nylon rollers designed 
for noiseless, efficient, 
smooth, operation. 


Vinyl coated plastic 
fabric completely 
covers interior frame 
... no exposed 
stitching . . . elimi¬ 
nates all wrinkles. 



CURTITION LATCH 
and DEAD-LOCK 

Curtition Latch and Dead-lock 
mechanism can be installed in 
any Standard or Custom door. 
Dead-lock may be installed on 
either side as specified. 

The Curtition lock insures 
privacy whenever desired. 


















































































NO. 5 CUSTOM DOORS 
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NO. 5 CUSTOM DOORS 
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#5 Custom CURTITION doors are made to fit your building 
specifications. The #5 Custom door has a five inch pleat 
and will fit inside the measurements of the average wall. 
#5 Custom door is available in fifteen colors, all fire-re¬ 
sistant. 





COMPRESSED 

DIMENSIONS 




PA" 

n ^ 

iw’ !□ 


COMPRESSED DIMENSION 
CURTITION #5 Stock and Standard Doors 
have Compressed Ratio of 8" to 1" plus 2" 
for the Post. 












































































































NO. 7 CUSTOM DOORS 



FINISHED FLOOR LINE 
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NO. 7 CUSTOM DOORS 

#7 Custom door is available in 15 colors, all fire-resistant. 
CURTITION #7 doors are constructed with the same fea¬ 
tures as the #5 doors, except that it has a seven inch pleat 
which enables it to fold to a smaller stack. The #7 Custom 
CURTITION occupies the least amount of stack space of 
any extensible door. The #7 CURTITION doors are recom¬ 
mended for large enclosure requirements. 


SINGLE DOOR 


PAIR OF DOORS 





MOVABLE POST 
'AGAINST .. | 

HINGED IAMB I 

\ 


SLIDING JAMB 


COMPRESSED 

DIMENSIONS 




T 

PI 


m" 

irlD 





I VA” 


CURTITION #7 Custom Doors have Com¬ 
pressed Ratio of 10" to 1" plus 2" for the 
Post. 
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DISTRIBUTED BY 


REc EPTlo N 
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Printed in U.S.A. 















